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System

CPU

Graphics Controller Intel® HD Graphics 
Memory 4GB DDR  SO-DIMM memory module installed

Storage

Peripherals and Devices

Camera 1 x 

WLAN & Bluetooth 1 x WLAN 802.11 a/b/g/n &  Bluetooth 4.0 LE, class 2

DVD-RW 1 x Slim DVD  (optional)
I/O Interface

Audio
1 x microphone, 2 x 2.5W speakers
1 x Mic-in, 1 x Line-out

Vi 1 x DP

LAN 1 x Intel® RJ-45 GbE with 4KV isolation

USB Port
4 x USB 3.0 ports 
2 x USB 2.0 port

Button & Indicator

Button
1 x Power on/off button
1 x Brightness up button
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Touch Screen
Type ouch
Light Transparency 80% (typ.)
Controller Interface USB interface
LCD Display
Size/Type 21.5" TFT Active Matrix Panel
Max. Resolution  
Luminance 250 cd/m² (typ.)
Contrast Ratio 3000:1 (typ.)
Backlight Type LED
View Angle (U/D/R/L) 178°/178° (typ.)
Power Requirement
Adapter Input 100 ~ 240 VAC (full range)
Adapter Output DC 18V , 5.55A , 100 W 

Mechanical & Environmental
Operating Temp. 0 ~ 40ºC (32 ~ 104ºF)
Storage Temp. -20 ~ 60ºC (-4 ~ 140ºF)
Operating Humidity 10 ~ 95% @ 40ºC (non-condensing)
Dimensions (W x H x D)  538 x 429 x 213 mm 
Net Weight 8.3 kg 
Vibration 5 ~ 500Hz, 1G random operation (SSD only)
Shock 10G peak (11m/sec)
Mounting  VESA-  compatible (M4)
IP Rating Compliance design with IP65 (front touch panel) 
Operational Altitude Below 2000m

Regulatory CE, FCC

OS Support
Windows 10 IoT Enterprise LTSB
Linux: Ubuntu 
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