K104M
FULLSIZE PROGRAMMABLE MAGNETICKEYBOARD

Key Feature

Programmable Features (Optional)

All keys can be programmed with at most 256 characters

All data can be retained forno less than 100 years without
additional battery

Does not require aTSR program and hence avoids
application software crashes

Frovides multi-level programming

Frovides for avariable time delay ofup to 128 seconds in
each programmed string

Support PS/2 programming inDOS, Windows9xX, Me, 2k, XP

MagStripe Reader Features

Complywith ISO 7812, IBM standards, AAMYVA JIS-2
Support multi-country code settings

Support programmable MSR setting forthe header, tailor,
separator, suffix and prefix,

track sequence

Technical Data

[Electronics]
Fowersupply

PS/2: +5V/DC +10%
USB: +5V/DC +5%
Currentinput

PS/2: <100mA

USB: <100mA

[Mechanical]

Totaltravel: 4 —0.4mm

Pre-travel: 2 &+ 0.6mm

Peak load before make: 60 + 20cN

[Others]

Storage temperature: -40C to +60TC
Operating temperature: 0C to +50TC
Operating humidity: 20%to 90%
Dimension (LxWxH, mm): 470x190x45
Weight (g): 1430

Track 1: 210BPIwith max 76 Interface
characters :EEFOQPSJ‘?PSP Model Configuration

) ; & ‘MNon-praog. o Layout
Track 2: 210BPI with max 107 PU:Frog.USBE K1 04M-:'_XX-X_X-_XX Us:US DEK:Denmark RU:Russia
characters or 75BP | with MU:Non-prog.USB | UK:UK ES:Spain HE:Hebrew
max 27 characters J IT:Italy DE:Genmany JP:Japan

: = MSR Madule

Track 3: 210BP I with max 107 B1:Built-in MSR track1,2
characters B2:Built-in MSR track2 3

B3:Built-in MSR track1,2 3

Card swipe speed: 10to 100 cm/s NN-Na MSR

500,000 swipe cycles
Speed:3-125ips at 75 BPI;
3-50ips at210 BRI

% ;H:i%.éf Click Here
R BEFFHIA PR 5]
== ACTION-PLUS CO., LTD
Tel 1 (852) 2803 0306
Fax : (852) 2887 2892

Email : sales@action-plus.com.hk
Website: www.action-plus.com.hk



http://www.action-plus.com.hk

