
                     

 
 

APC-R2 RFID UHF Handheld Reader 
 
Product Features 

 

1. Slim and lightweight body with ergonomically design 

2. High gain UHF antenna for enhanced reading and long range scanning  

3. 6800mAh large capacity lithium-ion battery  

4. Bluetooth connectivity with PDAs, smartphones and PC 

5. Multi mode of operation feedback (OLED display, LED indicators, buzzer) 

6. 1D / 2D barcode scanning and UHF RFID read / write 

7. 1.3 inch OLED screen display device settings and data 

8. DLL development files for Android and iOS platforms 

 

Based on the Impinj E710 chip. It achieves tag reading distances exceeding 30 meters, maximum reading 

speed of 900 tags per second, and local tag storage capacity exceeding 50,000 entries. 

Applications: inventory management in textile laundry services, footwear / apparel retail and more. 

 

 



                     

 

Specification 

 
 

Hardware 

Display 1.3 inch White OLED 

NAND Flash 128MB 

SRAM 30k Data Buffer 

Reading Feedback Buzzer, LED 

Barcode Scanner 1D / 2D Barcode 

Bluetooth BLE Bluetooth 5.1 

Battery Lithium-ion 3.7v 6800mAh (Removable) 

Port USB Type C 

RFID 

Frequency Range 865-868MHz or 902-928MHz or 920-925MHz 

Frequency Module VM-61E (Impinj E710) 

Frequency Modulation FHSS or Fixed frequency (adjustable by software) 

Reading Power 1W 

Reading Range >26m 

Protocol ISO-18000-6C (EPC G2) 

Antenna High Gain Built-in antenna 

Developer tool SDK DLL for Android / iOS 

Physical Characteristics 

Dimensions 280(L)*140(W)*34(H) mm 

Weight 320 g 

User Environment 

Operating Temperature -20 ºC to 60 ºC 

Storage Temperature -25 ºC to 75 ºC 

Humidity 5% to 95%, non condensing 

Sealing IEC IP65 

 

AP
Stamp


https://www.action-plus.com.hk/

